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Item.: SLO2HM35-840

spot/wash with GU10 light source

220-240Vac, MAX 35W, CRI>80, 0.5 m cable

. Body color dark anthracite

€lc

Product description

SPENK-LED is a spotlight with a replaceable GU10 light source. Its IP65 pro-
tection rating makes it suitable for a wide variety of applications both indoors
and outdoors.

Ideal for illuminating monuments, columns and details located even at consi-
derable distances.

Aluminum body, adjustable fixing bracket and spike for installation in the
ground and lampshade.

Source

Single beam SMD LED module
Energy class of the source E
LED light output: 150 Im/W
CCT based on the lamp

Power .in ON mode: MAX 35W
Selection: <6 SDCM.

Cable: 0.5m

Socket: GU10

Dimensions
73 x 136 x 273 mm
IP65

Technical data

function: on-off

Insulation class: |

Power supply: 220-240V 50/60Hz
Total absorption: MAX 35W

PF: >0.90

Ta: -40°...+45°C

Number of integrated LED modules: 1
CRI: >80

IP65 - IKO8

Reference regulations

EN 60598-1 and EN 60598-2-1.

EMC 2014/30/EU and

LVD 2014/35/EU

Photobiological compatibility: RISK GROUP O (exempt)
CEI EN 62471:2010-01, IEC TR 62778:2014.

Primotek s.r.l.s si riserva la facolta di modificare le caratteristiche dei prodotti senza obbligo di preavviso
Primotek s.r.l.s reserve the right to change products specifications at anytime without prior notice
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